Sales Summary

SI=IO BC Pivoting 3 or 6 LEDs

The new SIRIO-BC is the task light, pan and tilt head, featuring a machine-made head of whole anodized aluminum. Resistant to oil,
coolants, and debris, it is certified to IP67 protection and suitable for wet locations, making it well-suited for withstanding the most
demanding manufacturing and industrial applications, such as machine tools and Grinding Machines.

Sirio BCs offers two optical versions with 3 or 6 LEDs, utilizing the latest high-power LED technology to provide maximum luminous
efficiency, meeting the most demanding industrial work lighting needs. Flicker-free and dimmable thanks to the brand-new touch switch,
the SIRIO is a compact LED work light ideal for use in workplaces and on various machine tools, including semi-automatic saws, manual
lathes, milling machines, drills, and grinding machines. The strong Pan and tilt joint ensures precise and steady head position adjustment,
providing stability in applications with vibration.

Key Specifications - At a Glance
Machine-made Head of anodized aluminum Dimmable with touch switch
The highly efficient LED technology ensures a maintenance-free experience | Optic 40°
3 or 6 power LED External plug-in power supply available for 100 - 240 VAC power supply
Light color 5,000 K Pivoting Pan & tilt head - precision control with vibration stability
24 Vdc power supply via M12-A 3P connector Bottom Base made of PA66 GF30
IP67-rated protection - sealed against oil, coolant, and debris LED lifespan: 60,000 hours (L70) - reliable, long-term performance




MECHANICAL FEATURES

Model SR0321BC1

SR0321BC2 SR0621BC1

SR0621BC2

Casing Material

Anodized aluminum

Side Caps

Anodized aluminum

Surface

black aluminum oxidation

Front Glass

0.16 in (4 mm). Thick tempered glass

~1.87 lbs.
(0.85 kg)

Weight (excluding
accessories)

" 1.87 lbs. "1.94 lbs.

(0.85 kg) (0,88 ko)

~1.94 bs.
(0,88 kg)

Protection Index

IP65

Impact Resistance

1.00 N m/s

Operating
Temperature

-20°C (-4°F) / 55°C(131°F)

Mounting

SCREWS, CLAMPO04, B02

ELECTRICAL FEATURES
Model SR0321BCI

SR0321BC2 SR0621BC1

SR0621BC2

Power Input 6 W (@500mA)

6 W (@500mA) dimmable 12 W (@500mA)

12 W (@500mA) dimmable

Power Supply

24 Vdc

Current

Device Power
Protection

Protection against reverse polarity

Electrical
Connection

M12 A Coding 3P with cable L. 9.2 ft (2,8 m)

Insulation
Class

Only lamp Class Ill (SELV)

Efficiency Class

A/A+/A++/[A+++ (Integrated LED module) compliant with UE Law No. 874/2012

Electric Service

Pre-assembled M12 connector A-Code 3 Pin - PUR Cable 2x 0.34 mm? L= 9 ft. (2,7 m)
Pin Conductor
#50 1 + (24 VDC) Positive
—~ 3 — (0 VDC) Negative
e 4 Not Connected

Cord 9ft [2.7m]

T~ .

OPTICAL FEATURES

Model N° and Type of LEDs
SR0321BC1 3 Power LED
SR0321BC2 3 Power LED
SR0621BC1 6 Power LED 60000 h L70 ** 5,000 K 40° Optics ~ 630 lm

SR0621BC2 6 Power LED 60000 h L70 ** 5,000 K 40° Optics ~ 630 Im DIM
** Rated at 60,000 hours L70, the LEDs maintain at least 70% of their initial brightness even after continuous long-term use.

LED Lifespan Light Color
60000 h L70 ** 5,000 K
60000 h L70 ** 5,000 K

Luminous Flux
~ 450 Im
~ 455 Im DIM

Light Beam Angle
40° Optics
40° Optics

Efficiency
~ 75 Im/W
~ 75 Im/W
~53 Im/W
~53 Im/W




PHOTOMETRIC DIAGRAMS
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MOUNTING OPTIONS

Product pictures Description Code product

Robust, versatile vibration-resistant metal clamp made of black powder-
coated stainless steel. Quick assembly on workbenches, manual machine CLAMPO4
tools, and drilling machines.

The strong neodymium magnetic base with high adhesion is the perfect
solution for all applications that require both high adhesion and frequent
changes in a light position.

EXTERNAL AC/DC CONVERTER 100 - 240 Vac

Product pictures Description Code product

AC/DC Converter 100-240Vac/24Vdc 18W US Plug SR.100- 230.18W

ORDER CODES

Model Description

SR0321BC1 SIRIO swivel head, 3 LED, 40°, 6W, 24Vdc, Cable 9ft(2.8m) with M12A-3P Male

SR0321BC2 SIRIO swivel head, 3 LED, 40°, 6W, 24Vdc, Cable 9ft(2.8m) with M12A-3P Male, Touch Switch
SR0621BC1 SIRIO swivel head, 6 LED, 40°, 12W, 24Vdc, Cable 9ft(2.8m) with M12A-3P Male

SR0621BC2 SIRIO swivel head, 6 LED, 40°, 12W, 24Vdc, Cable 9ft(2.8m) with M12A-3P Male, Touch Switch
CLAMPO4 Metal clamp for 2,36x2,36"(60x60mm) base

B02 Magnetic base with screw 2.36x2.36 inc.(60x60mm)
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